























NOTES:

1. INSTALL ALL ROUGH-INS IN STRICT ACCORDANCE WITH
MANUFACTURER PUBLISHED TEMPLATES. PROVIDE
MOCK-UP FOR OWNER REPRESENTATIVE APPROVAL.

2. TEMPLATE TO BE PROVIDED BY PROJECTOR

MANUFACTURER/OWNER.  COORDINATE WITH OWNER
PRIOR TO ANY ROUGH-IN.

3. ROUGH-INS ARE LOCATED ON LEFT OR RIGHT HAND
SIDE OF MARKER BOARD. REFER TO ELECTRICAL
DRAWINGS FOR LOCATIONS.

4. PROVIDE A DATA CONNECTOR AND CAT6 WIRING AT
PROJECTOR MOUNT.

KEYED NOTES:

axb
H1—-8 —1]
B——12]

-3 G

KEYED NOTES:

o

CIRCUIT HOMERUN

[~ [=]

FIXTURE TYPE — REFER TO LIGHT
FIXTURE SCHEDULE

INDICATES SWITCH CONTROLLING
LIGHT FIXTURE.

(]

INDICATES BRANCH CIRCUIT LIGHT
FIXTURE IS CONNECTED TO

(=]

LIGHTING LEGEND DETAIL

SCALE :NOTTOSCALE

NOTES:
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PROVIDE 1-2" RACEWAY—(POWER).
PROVIDE 1-2" RACEWAY—(CONTROL WIRING).

1.

PROVIDE 1-2" — CONTROL WIRING. 2
PROVIDE MEDIA CONVERTER AXIS MODEL #T8604 IN A NEMA 3R OUTDOOR ENCLOSURE. PROVIDE

120V CONNECTION AND IN-LINE FUSE PROTECTION TO MEDIA CONVERTER FROM GATE OPERATOR;

BRANCH CIRCUIT: 1/2" — 2§12 & #126. 3
PROVIDE VIDEO DOOR STATION 2N MODEL #2N—IP-FORCE PEDESTAL MOUNTED.

PROVIDE 1-2" RACEWAY WITH FIBER OPTIC CABLE FOR VIDEO DOOR STATION INTERCOM & VIDEO 4.
CAMERA AND 1-2" RACEWAY FOR SPARE. TERMINATE AT MDF ROOM WIREWAY.

PROVIDE 1-2" RACEWAY TO POWER SOURCE. SEE MEP SITE PLAN. 5

PROVIDE 1-2" RACEWAY TO RECEPTION FOR CONTROLS. TERMINATE AT WIREWAY BELOW DESK.

PROVIDE 2N MODEL #INDOOR TOUCH MASTER STATION.
PROVIDE CONNECTION TO BUILDING NETWORK.

COORDINATE EXACT LOCATION OF
COMPONENTS WITH GATE EQUIPMENT
SUPPLIER PRIOR TO ANY ROUGH-IN.

. INTERCOM/VIDEO CAMERA AND CAT5

WIRING BY THIS CONTRACTOR. PROVIDE
NEW AIPHONE SYSTEM.

. ALL COMMUNICATIONS WIRING SHALL BE

"AQUASEAL”" WEATHER RESISTANT TYPE.
ALL GATES CONTROL WIRING SHALL BE
PROVIDED BY GATE EQUIPMENT
SUB-CONTRACTOR.

INTERFACE 2N EQUIPMENT WITH

. BUILDING ACCESS SYSTEM.

KEYED NOTES:

EI PROVIDE 2'x 4’ LAY-IN LED FIXTURE

SUSPENDED CEILING
PROVIDE_ TIE WIRE, CONNECT TO ALL

FOUR CORNERS OF FIXTURE TO
STRUCTURE ABOVE, INDEPENDENT OF
CEILING SUPPORTS. ALL TIE WIRES
TO BE PAINTED ORANGE OR OTHER
EFFECTIVE MEANS OF IDENTIFICATION
SO OTHER TRADES CANT BE
ATTACHED TO IT.

TYPICAL
LAY-IN FIXTURE SUPPORT

02

SCALE :NOTTOSCALE

ENGRAVED BLACK

LETTERING

MECHANICAL
FASTENERS

LAMINATED ACRYLIC
OR MELAMINE PLASTIC ——

© FED FROM PANEL X

-‘PANEL "XXX"

CKT : XX

NOTE: ATTACH NAMEPLATES TO ALL ELECTRICAL GEAR AS NOTED ON SECTION 260553.

EQUIPMENT
IDENTIFICATION LABEL DETAIL

SCALE :NOTTOSCALE

( )
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PROVIDE 2-1.25" RACEWAYS FOR PEDESTAL AND 2N SYSTEM WIRING/SPARE.
PROVIDE NEW 15°X17” TIER 22 RATED POLYMER CONCRETE PULL BOX WITH "COMMUNICATIONS”
COVER LOGO — SEE DETAL.
PROVIDE 3 — 2-GANG GANGABLE LARGE CAPACITY WALL BOXES HUBBEL MODEL # HBL985 FLUSH
MOUNTED IN WALL. PROVIDE A BLANK COVER PLATE. OFFICE A101
INTERCOM
DATA
RACK
me
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7] PVC SCH. 40 (UNDERGROUND) — TYP.
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VISITOR EXIT GATE
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SLIDE GATE

OPERATOR DETAIL

SCALE :NOTTOSCALE

SINGLE BOLT CHANNEL
PIPE STRAP, EACH CONDUIT
AT EACH SUPPORT

KEYED NOTES:

PROVIDE UNISTRUT STRUCTURAL
CHANNEL SECURED TO TO JOIST AT
BOTH ENDS.

PROVIDE 1/2" GALVANIZED ROD
MINIMUM.

PROVIDE LOCKNUT.

PROVIDE GALVANIZED UNISTRUT
8'-0" 0/C MAXIMUM.

0'-1" MAXIMUM SIZE ON BOTTOM
OF UNISTRUT.

VARIES.

HORIZONTAL RACEWAYS
SUPPORT DETAIL

SCALE :NOTTOSCALE
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WALL

N

KEYED NOTES:
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RACEWAY RUNS
SUPPORT DETAIL

PROVIDE CONDUIT CLAMPS.

PROVIDE GALVANIZED UNISTRUT
BRACKET.

PROVIDE RAMSET OR BOLT
GALVANIZED UNISTRUT TO WALL.

WALL

PROVIDE SELF HOLDING CLAMPING

NUT WITH SPRING.

SCALE :NOTTOSCALE

NOTES:

PROVIDE 1"

(2] [o] [2] [«] [~]

PROVIDE INSULATING BUSHING
PROVIDE 4°X4"X2-5/8" DEEP BOX
PROVIDE COVERPLATE

PROVIDE STEEL MUD RING
CATEGORY SIX JACK PROVIDED BY

EMT STUBBED ABOVE CLG.

L]
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I
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KEYED NOTES:

(] [o] [2] [« [~]

PROVIDE 1" EMT STUBBED ABOVE CLG.

PROVIDE INSULATING BUSHING

PROVIDE BLANK FILLER COVER

PROVIDE COVERPLATE

PROVIDE STEEL MUD RING

CATEGORY SIX JACK PROVIDED BY

OWNER

.

PROVIDE 4°X4"X2-5/8" DEEP BOX

4
# 4 Rebar Bends / [~

# 3 Ties

Front View

/A

# 4 Rebar

_—

Detail "B"

Pier Rebar Installation

8. Burial depth for Conduit is defined as the distance

between Final Grade and the top of the Conduit.
Unless otherwise designated by Engineering,

Conduits shall be installed at a Burial Depth of not

less than 4'-0" and Secondary Conduits shall be
installed at a Burial Depth of not less than 3'-0".

These initial depths are to allow for changes to the
Surface Conditions. Local Agreements and Codes
may require additional depth. If there are known

extensive changes to the Final Grade such that

their depths are not maintained, comective action
shall be taken.

OWNER.
SCALE :NOTTO SCALE SCALE :NOTTOSCALE
Top View
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S S I I # 5 Rebar Over 7 11" oC =" | A 2Rebarsat9"Long
1 | v | Entire Pad .
| HEL " :
| : : Rg:g'_l 1A \ ! 2 Rebars at 81" Long
= 1 2" | 41 " l | | : \" - 7 Rebars at 57" Long
i "“:'““:‘ /' 10" OG = /i 7 Rebars at 4" Long
7v ~ 1u | i 'I: - /
e S / { %] | support Pier
| i l . Support Piers i 1 | petaie
\\ /' 8" ‘\ _ S Detail "B" \ ::" N
T ! - . = i 2 Rebars at 68" Long
= 34" - 26" — Bent as Shown for
" each side of
16" Primary | Secondary 16 Compartm(()ent
/ Compartment | Compartment —=— Tranformer Pad -1 3"
%‘ 1 0 {Concrete Poured In i on
] Ground Rod Place By Customer) S !
8 Note: 2 S ‘
! ! : H T L] L
L 13" L 5-0" ——13" —! t 1 ‘ A
) | 23u - - 3u|_< *
Top View Detail "A"
- - Pad Rebar Installation
'(I;rowal FIiErgsh A\|}V - 2 '\i/'ax — 6" = OTES
utside Edges Wit . Final Grade :
1 Inch Chamfer ! T (111 LI 1] \ —5'; Note: 3
AR 11 A I 1. Slab Reinforcement shall be #5 Rebars On Center (O/C),
‘ ‘ spacing to follow Dimensions shown on the drawing
TR B with 4" Cover. Reinforcing Bars shall conform to
SRR g . ASTM A615 Grade 60. Concrete shall have a Minimum
5 ;’i 5 Compressive Strength of 4000 PS| after 28 Days.
= SHHHY U
s 3-0 2. For Ground Rod Placement, Refer to DS 2235 or 2236.
' gﬁlégé)dm&gglt(ed \ 3. Final Grade shall be established before installation of Pad.
Rl;/g{:t\)/g, When \ Soil Conditions 4. Concrete Pad will be installed with piers.
) ] ) 1 5. Piers shall be 12" Minimum in Diameter, 8 Feet
B”Smaz Ogondl-"t Y 3 Deep with 4 - #4 Verticle Rebar and #3 Ties at 12"
théS' 788 s darv/Metering | On Center (O/C), and provide a Minimum 3" Cover.
G ng(()jzitary elering The #4 Bend Bars should be 12" Long in the
D.S. 2000 Horizontal Direction.
Support Pier — Notes: 7 & 8 6. Pier Rebar bent in the horizontal direction so that it
= (Concrete is Poured - ) may tie in with Pad Rebar.
Be?éﬁc'%?y Customer) 7. The number and placement of Secondary Conduits to be
‘ ! Note: 6 determined by Engineering. Conduit may extend in any
“ 12— direction as required by the Customer.
|* See Notes on Page 5 of 7 Front View

?‘ Concrete Pad & Piers for Three Phase Pad-Mounted Transformer
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SCALE:

None
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Concrete Pad and Piers for Three Phase Pad-Mounted Transformer 75 KVA -2500 KVA

Date:

04/30/2012

Revised Date:

10/02/2013

Scale:

None
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A.E.P. TRANSFORMER
CONCRETE PAD DETAIL

SCALE :NOTTOSCALE
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GENERAL NOTES:

1. FOR ALL ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING,
CONTRACTOR IS TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY
INDICATES "WATER VALVE" AND WHICH CEILING TILE IS TO BE REMOVED
TO ACCESS THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY
DUTY COLORED PAPER WITH WATER FLOW DIRECTION INDICATION AND
ADHESIVE BACKING. OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND
TYPE PRIOR TO INSTALLATION.

2. NOT ALL ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON :
DRAWINGS FOR CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET
FOR INSTALLATION AND SPECIFICATIONS.
3. INVERTED ELEVATIONS SHOWN IN PLUMBING PLANS ARE BEST
APPROXIMATIONS AND CAN BE IMPROVED DURING CONSTRUCTION. GMS ARCHITECTS

KEYED NOTES: 110 Pres e s

Texas, 78526
(956) 546-0110
REFER TO MEP1.01 SITE PLAN FOR CONTINUATION. Fax (956) 546-0196

SLEEVE ALL GRADE BEAMS, FLOOR SLABS AND MASONRY WALL
PENETRATIONS PER DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS

[ [=]

OR NOT.
PROVIDE GATE VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS
SHEET.
OFFICE PROVIDE 1" CLOSED-CELL INSULATION WITH METAL JACKET ON EXPOSED
PIPING. PENETRATE EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO
UNDERGROUND.
PROVIDE PIPING SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED
STORAGE DETAIL ON DETAIL SHEET -TYPICAL.

(=]

PROVIDE WATER (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR

P APPROVED EQUAL. INDICATED MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING
MECH/ CHART. PROVIDE 12°X12" ACCESS PANEL WHERE INSTALLED IN AN
ELEC IMB | «—= E‘ INACCESSIBLE AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000
Fell WHA-A WITH CYLINDER LOCK AND KEY AND PAINT TO MATCH THE WALL/CEILING.
TYPICAL

[~]

PROVIDE BRONZE ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL.
PROVIDE 12°X12" ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE
AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER
LOCK AND KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE
IDENTIFICATION TAGS AS PER SPECIFICATIONS. (TYPICAL)

SE 1Y

0}

PROVIDE WALL HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED
HYDRANT TO ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE
WALL THICKNESS WITH WALL HYDRANT MANUFACTURER DATA.

PROVIDE INSTANTANEOUS ELECTRIC WATER HEATER AS SCHEDULED.

TYP
TOI LE]lE|

PROVIDE 2" DOMESTIC WATER LINE. REFER TO MEP SITE PLAN FOR SITE
LOCATION. SEE CIVIL DRAWINGS FOR UTILITY CONNECTION AND

CONTINUATION.

3] []

PROVIDE 4" SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT.
REFER TO MEP SITE PLAN FOR SITE LOCATION. SEE CIVIL DRAWINGS FOR
UTILITY CONNECTION AND CONTINUATION.

-—
-—

PROVIDE NEW 2" VENT PIPE UP THROUGH ROOF.

o
-— ] -
N

PROVIDE ICE MACHINE BOX AS SCHEDULED OR AN APPROVED EQUAL.

ADMINISTRATION STATION ADMINISTRATION STATION
01 PLUMBING PLAN 02 PLUMBING ISOMETRIC VIEW

SCALE :1/4" =

SCALE :NOTTOSCALE
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ADMINISTRATION STATION ADMINISTRATION STATION WASTE
03 WASTE AND VENT PLAN 04 AND VENT ISOMETRIC VIEW REVIEW
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GENERAL NOTES:

FOR ALL ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING,
CONTRACTOR IS TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY
INDICATES "WATER VALVE” AND WHICH CEILING TILE IS TO BE REMOVED
TO ACCESS THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY
DUTY COLORED PAPER WITH WATER FLOW DIRECTION INDICATION AND
ADHESIVE BACKING. OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND
TYPE PRIOR TO INSTALLATION.

NOT ALL ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON
DRAWINGS FOR CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET
FOR INSTALLATION AND SPECIFICATIONS.

INVERTED  ELEVATIONS SHOWN IN PLUMBING PLANS ARE BEST
APPROXIMATIONS AND CAN BE IMPROVED DURING CONSTRUCTION.

KEYED NOTES:

(][]

(=] [«]

(=] [~]

[~]

—_ || = pa—y
NN o

REFER TO MEP1.01 SITE PLAN FOR CONTINUATION.

SLEEVE ALL GRADE BEAMS, FLOOR SLABS AND MASONRY WALL
PENETRATIONS PER DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS
OR NOT.

PROVIDE GATE VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS
SHEET.

PROVIDE 1" CLOSED—CELL INSULATION WITH METAL JACKET ON EXPOSED
PIPING. PENETRATE EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO
UNDERGROUND.

PROVIDE PIPING SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED
DETAIL ON DETAIL SHEET —TYPICAL.

PROVIDE WATER (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR
APPROVED EQUAL. INDICATED MODEL (A,B,C,D,EF) AS PER MIFAB SIZING
CHART. PROVIDE 12°X12" ACCESS PANEL WHERE INSTALLED IN AN
INACCESSIBLE AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000
WITH CYLINDER LOCK AND KEY AND PAINT TO MATCH THE WALL/CEILING.

PROVIDE BRONZE ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL.
PROVIDE 12°X12" ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE
AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER
LOCK AND KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE
IDENTIFICATION TAGS AS PER SPECIFICATIONS. (TYPICAL)

PROVIDE WALL HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED
HYDRANT TO ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE
WALL THICKNESS WITH WALL HYDRANT MANUFACTURER DATA.

PROVIDE NEW FLOOR DRAIN/SINK AS SCHEDULED. SET FLUSH WITH
FINISHED FLOOR. SEE ASSOCIATED DETAIL ON DETAIL SHEET.

PROVIDE 2" DOMESTIC WATER LINE. SEE CIML DRAWINGS FOR CONNECTION
AND CONTINUATION.

PROVIDE 4" SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT.
SEE CML DRAWINGS FOR CONNECTION AND CONTINUATION.

PROVIDE NEW 3" VENT PIPE UP THROUGH ROOF.
PROVIDE ICE MAKER BOX AS SCHEDULED OR AN APPROVED EQUAL.
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1. FOR ALL ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING, FOR ALL ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING,  ALL ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING, ALL ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING,  ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING, ISOLATION VALVES LOCATED ABOVE A SUSPENDED CEILING,  VALVES LOCATED ABOVE A SUSPENDED CEILING, VALVES LOCATED ABOVE A SUSPENDED CEILING,  LOCATED ABOVE A SUSPENDED CEILING, LOCATED ABOVE A SUSPENDED CEILING,  ABOVE A SUSPENDED CEILING, ABOVE A SUSPENDED CEILING,  A SUSPENDED CEILING, A SUSPENDED CEILING,  SUSPENDED CEILING, SUSPENDED CEILING,  CEILING, CEILING, CONTRACTOR IS TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY  IS TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY IS TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY  TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY TO PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY  PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY PROVIDE A MARKER ON CEILING GRID WHICH CLEARLY  A MARKER ON CEILING GRID WHICH CLEARLY A MARKER ON CEILING GRID WHICH CLEARLY  MARKER ON CEILING GRID WHICH CLEARLY MARKER ON CEILING GRID WHICH CLEARLY  ON CEILING GRID WHICH CLEARLY ON CEILING GRID WHICH CLEARLY  CEILING GRID WHICH CLEARLY CEILING GRID WHICH CLEARLY  GRID WHICH CLEARLY GRID WHICH CLEARLY  WHICH CLEARLY WHICH CLEARLY  CLEARLY CLEARLY INDICATES "WATER VALVE" AND WHICH CEILING TILE IS TO BE REMOVED  "WATER VALVE" AND WHICH CEILING TILE IS TO BE REMOVED "WATER VALVE" AND WHICH CEILING TILE IS TO BE REMOVED  VALVE" AND WHICH CEILING TILE IS TO BE REMOVED VALVE" AND WHICH CEILING TILE IS TO BE REMOVED  AND WHICH CEILING TILE IS TO BE REMOVED AND WHICH CEILING TILE IS TO BE REMOVED  WHICH CEILING TILE IS TO BE REMOVED WHICH CEILING TILE IS TO BE REMOVED  CEILING TILE IS TO BE REMOVED CEILING TILE IS TO BE REMOVED  TILE IS TO BE REMOVED TILE IS TO BE REMOVED  IS TO BE REMOVED IS TO BE REMOVED  TO BE REMOVED TO BE REMOVED  BE REMOVED BE REMOVED  REMOVED REMOVED TO ACCESS THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY  ACCESS THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY ACCESS THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY  THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY THE VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY  VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY VALVE. THE MARKER IS TO BE ROUND DOT OF HEAVY  THE MARKER IS TO BE ROUND DOT OF HEAVY THE MARKER IS TO BE ROUND DOT OF HEAVY  MARKER IS TO BE ROUND DOT OF HEAVY MARKER IS TO BE ROUND DOT OF HEAVY  IS TO BE ROUND DOT OF HEAVY IS TO BE ROUND DOT OF HEAVY  TO BE ROUND DOT OF HEAVY TO BE ROUND DOT OF HEAVY  BE ROUND DOT OF HEAVY BE ROUND DOT OF HEAVY  ROUND DOT OF HEAVY ROUND DOT OF HEAVY  DOT OF HEAVY DOT OF HEAVY  OF HEAVY OF HEAVY  HEAVY HEAVY DUTY COLORED PAPER WITH WATER FLOW DIRECTION INDICATION AND  COLORED PAPER WITH WATER FLOW DIRECTION INDICATION AND COLORED PAPER WITH WATER FLOW DIRECTION INDICATION AND  PAPER WITH WATER FLOW DIRECTION INDICATION AND PAPER WITH WATER FLOW DIRECTION INDICATION AND  WITH WATER FLOW DIRECTION INDICATION AND WITH WATER FLOW DIRECTION INDICATION AND  WATER FLOW DIRECTION INDICATION AND WATER FLOW DIRECTION INDICATION AND  FLOW DIRECTION INDICATION AND FLOW DIRECTION INDICATION AND  DIRECTION INDICATION AND DIRECTION INDICATION AND  INDICATION AND INDICATION AND  AND AND ADHESIVE BACKING. OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND  BACKING. OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND BACKING. OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND  OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND OBTAIN OWNER APPROVAL FOR COLOR, SIZE AND  OWNER APPROVAL FOR COLOR, SIZE AND OWNER APPROVAL FOR COLOR, SIZE AND  APPROVAL FOR COLOR, SIZE AND APPROVAL FOR COLOR, SIZE AND  FOR COLOR, SIZE AND FOR COLOR, SIZE AND  COLOR, SIZE AND COLOR, SIZE AND  SIZE AND SIZE AND  AND AND TYPE PRIOR TO INSTALLATION. 2. NOT ALL ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON NOT ALL ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON  ALL ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON ALL ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON  ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON ACCESSORIES REQUIRED FOR INSTALLATION ARE SHOWN ON  REQUIRED FOR INSTALLATION ARE SHOWN ON REQUIRED FOR INSTALLATION ARE SHOWN ON  FOR INSTALLATION ARE SHOWN ON FOR INSTALLATION ARE SHOWN ON  INSTALLATION ARE SHOWN ON INSTALLATION ARE SHOWN ON  ARE SHOWN ON ARE SHOWN ON  SHOWN ON SHOWN ON  ON ON DRAWINGS FOR CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET  FOR CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET FOR CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET  CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET CLARITY. SEE ASSOCIATED DETAILS ON THE DETAILS SHEET  SEE ASSOCIATED DETAILS ON THE DETAILS SHEET SEE ASSOCIATED DETAILS ON THE DETAILS SHEET  ASSOCIATED DETAILS ON THE DETAILS SHEET ASSOCIATED DETAILS ON THE DETAILS SHEET  DETAILS ON THE DETAILS SHEET DETAILS ON THE DETAILS SHEET  ON THE DETAILS SHEET ON THE DETAILS SHEET  THE DETAILS SHEET THE DETAILS SHEET  DETAILS SHEET DETAILS SHEET  SHEET SHEET FOR INSTALLATION AND SPECIFICATIONS. 3. INVERTED ELEVATIONS SHOWN IN PLUMBING PLANS ARE BEST INVERTED ELEVATIONS SHOWN IN PLUMBING PLANS ARE BEST  ELEVATIONS SHOWN IN PLUMBING PLANS ARE BEST ELEVATIONS SHOWN IN PLUMBING PLANS ARE BEST  SHOWN IN PLUMBING PLANS ARE BEST SHOWN IN PLUMBING PLANS ARE BEST  IN PLUMBING PLANS ARE BEST IN PLUMBING PLANS ARE BEST  PLUMBING PLANS ARE BEST PLUMBING PLANS ARE BEST  PLANS ARE BEST PLANS ARE BEST  ARE BEST ARE BEST  BEST BEST APPROXIMATIONS AND CAN BE IMPROVED DURING CONSTRUCTION.

AutoCAD SHX Text
REFER TO MEP1.01 SITE PLAN FOR CONTINUATION. SLEEVE ALL GRADE BEAMS, FLOOR SLABS AND MASONRY WALL  ALL GRADE BEAMS, FLOOR SLABS AND MASONRY WALL ALL GRADE BEAMS, FLOOR SLABS AND MASONRY WALL  GRADE BEAMS, FLOOR SLABS AND MASONRY WALL GRADE BEAMS, FLOOR SLABS AND MASONRY WALL  BEAMS, FLOOR SLABS AND MASONRY WALL BEAMS, FLOOR SLABS AND MASONRY WALL  FLOOR SLABS AND MASONRY WALL FLOOR SLABS AND MASONRY WALL  SLABS AND MASONRY WALL SLABS AND MASONRY WALL  AND MASONRY WALL AND MASONRY WALL  MASONRY WALL MASONRY WALL  WALL WALL PENETRATIONS PER DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS  PER DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS PER DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS  DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS DETAIL WHETHER SPECIFICALLY INDICATED ON PLANS  WHETHER SPECIFICALLY INDICATED ON PLANS WHETHER SPECIFICALLY INDICATED ON PLANS  SPECIFICALLY INDICATED ON PLANS SPECIFICALLY INDICATED ON PLANS  INDICATED ON PLANS INDICATED ON PLANS  ON PLANS ON PLANS  PLANS PLANS OR NOT. PROVIDE GATE VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS  GATE VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS GATE VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS  VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS VALVE IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS  IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS IN QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS  QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS QUAZITE BOX. SEE ASSOCIATED DETAIL ON DETAILS  BOX. SEE ASSOCIATED DETAIL ON DETAILS BOX. SEE ASSOCIATED DETAIL ON DETAILS  SEE ASSOCIATED DETAIL ON DETAILS SEE ASSOCIATED DETAIL ON DETAILS  ASSOCIATED DETAIL ON DETAILS ASSOCIATED DETAIL ON DETAILS  DETAIL ON DETAILS DETAIL ON DETAILS  ON DETAILS ON DETAILS  DETAILS DETAILS SHEET. PROVIDE 1" CLOSED-CELL INSULATION WITH METAL JACKET ON EXPOSED  1" CLOSED-CELL INSULATION WITH METAL JACKET ON EXPOSED 1" CLOSED-CELL INSULATION WITH METAL JACKET ON EXPOSED  CLOSED-CELL INSULATION WITH METAL JACKET ON EXPOSED CLOSED-CELL INSULATION WITH METAL JACKET ON EXPOSED  INSULATION WITH METAL JACKET ON EXPOSED INSULATION WITH METAL JACKET ON EXPOSED  WITH METAL JACKET ON EXPOSED WITH METAL JACKET ON EXPOSED  METAL JACKET ON EXPOSED METAL JACKET ON EXPOSED  JACKET ON EXPOSED JACKET ON EXPOSED  ON EXPOSED ON EXPOSED  EXPOSED EXPOSED PIPING. PENETRATE EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO  PENETRATE EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO PENETRATE EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO  EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO EXTERIOR WALL AS LOW AS POSSIBLE. TURN DOWN TO  WALL AS LOW AS POSSIBLE. TURN DOWN TO WALL AS LOW AS POSSIBLE. TURN DOWN TO  AS LOW AS POSSIBLE. TURN DOWN TO AS LOW AS POSSIBLE. TURN DOWN TO  LOW AS POSSIBLE. TURN DOWN TO LOW AS POSSIBLE. TURN DOWN TO  AS POSSIBLE. TURN DOWN TO AS POSSIBLE. TURN DOWN TO  POSSIBLE. TURN DOWN TO POSSIBLE. TURN DOWN TO  TURN DOWN TO TURN DOWN TO  DOWN TO DOWN TO  TO TO UNDERGROUND. PROVIDE PIPING SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED  PIPING SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED PIPING SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED  SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED SUPPORT AS PER SPECS AND DETAIL. SEE ASSOCIATED  AS PER SPECS AND DETAIL. SEE ASSOCIATED AS PER SPECS AND DETAIL. SEE ASSOCIATED  PER SPECS AND DETAIL. SEE ASSOCIATED PER SPECS AND DETAIL. SEE ASSOCIATED  SPECS AND DETAIL. SEE ASSOCIATED SPECS AND DETAIL. SEE ASSOCIATED  AND DETAIL. SEE ASSOCIATED AND DETAIL. SEE ASSOCIATED  DETAIL. SEE ASSOCIATED DETAIL. SEE ASSOCIATED  SEE ASSOCIATED SEE ASSOCIATED  ASSOCIATED ASSOCIATED DETAIL ON DETAIL SHEET -TYPICAL. PROVIDE WATER (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR  WATER (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR WATER (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR  (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR (BELLOWS TYPE) HAMMER ARRESTOR (WHA), MIFAB OR  TYPE) HAMMER ARRESTOR (WHA), MIFAB OR TYPE) HAMMER ARRESTOR (WHA), MIFAB OR  HAMMER ARRESTOR (WHA), MIFAB OR HAMMER ARRESTOR (WHA), MIFAB OR  ARRESTOR (WHA), MIFAB OR ARRESTOR (WHA), MIFAB OR  (WHA), MIFAB OR (WHA), MIFAB OR  MIFAB OR MIFAB OR  OR OR APPROVED EQUAL. INDICATED MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING  EQUAL. INDICATED MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING EQUAL. INDICATED MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING  INDICATED MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING INDICATED MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING  MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING MODEL (A,B,C,D,E,F) AS PER MIFAB SIZING  (A,B,C,D,E,F) AS PER MIFAB SIZING (A,B,C,D,E,F) AS PER MIFAB SIZING  AS PER MIFAB SIZING AS PER MIFAB SIZING  PER MIFAB SIZING PER MIFAB SIZING  MIFAB SIZING MIFAB SIZING  SIZING SIZING CHART. PROVIDE 12"X12" ACCESS PANEL WHERE INSTALLED IN AN  PROVIDE 12"X12" ACCESS PANEL WHERE INSTALLED IN AN PROVIDE 12"X12" ACCESS PANEL WHERE INSTALLED IN AN  12"X12" ACCESS PANEL WHERE INSTALLED IN AN 12"X12" ACCESS PANEL WHERE INSTALLED IN AN  ACCESS PANEL WHERE INSTALLED IN AN ACCESS PANEL WHERE INSTALLED IN AN  PANEL WHERE INSTALLED IN AN PANEL WHERE INSTALLED IN AN  WHERE INSTALLED IN AN WHERE INSTALLED IN AN  INSTALLED IN AN INSTALLED IN AN  IN AN IN AN  AN AN INACCESSIBLE AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000  AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000  ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000  PANEL EQUAL TO ACUDOR MODEL UF5000 PANEL EQUAL TO ACUDOR MODEL UF5000  EQUAL TO ACUDOR MODEL UF5000 EQUAL TO ACUDOR MODEL UF5000  TO ACUDOR MODEL UF5000 TO ACUDOR MODEL UF5000  ACUDOR MODEL UF5000 ACUDOR MODEL UF5000  MODEL UF5000 MODEL UF5000  UF5000 UF5000 WITH CYLINDER LOCK AND KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE BRONZE ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL.  BRONZE ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL. BRONZE ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL.  ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL. ISOLATION BALL VALVE ABOVE CEILING OR BEHIND WALL.  BALL VALVE ABOVE CEILING OR BEHIND WALL. BALL VALVE ABOVE CEILING OR BEHIND WALL.  VALVE ABOVE CEILING OR BEHIND WALL. VALVE ABOVE CEILING OR BEHIND WALL.  ABOVE CEILING OR BEHIND WALL. ABOVE CEILING OR BEHIND WALL.  CEILING OR BEHIND WALL. CEILING OR BEHIND WALL.  OR BEHIND WALL. OR BEHIND WALL.  BEHIND WALL. BEHIND WALL.  WALL. WALL. PROVIDE 12"X12" ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE  12"X12" ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE 12"X12" ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE  ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE  PANEL WHERE INSTALLED IN AN INACCESSIBLE PANEL WHERE INSTALLED IN AN INACCESSIBLE  WHERE INSTALLED IN AN INACCESSIBLE WHERE INSTALLED IN AN INACCESSIBLE  INSTALLED IN AN INACCESSIBLE INSTALLED IN AN INACCESSIBLE  IN AN INACCESSIBLE IN AN INACCESSIBLE  AN INACCESSIBLE AN INACCESSIBLE  INACCESSIBLE INACCESSIBLE AREA. ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER  ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER ACCESS PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER  PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER PANEL EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER  EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER EQUAL TO ACUDOR MODEL UF5000 WITH CYLINDER  TO ACUDOR MODEL UF5000 WITH CYLINDER TO ACUDOR MODEL UF5000 WITH CYLINDER  ACUDOR MODEL UF5000 WITH CYLINDER ACUDOR MODEL UF5000 WITH CYLINDER  MODEL UF5000 WITH CYLINDER MODEL UF5000 WITH CYLINDER  UF5000 WITH CYLINDER UF5000 WITH CYLINDER  WITH CYLINDER WITH CYLINDER  CYLINDER CYLINDER LOCK AND KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE  AND KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE AND KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE  KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE KEY AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE  AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE AND PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE  PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE PAINT TO MATCH THE WALL/CEILING. PROVIDE VALVE  TO MATCH THE WALL/CEILING. PROVIDE VALVE TO MATCH THE WALL/CEILING. PROVIDE VALVE  MATCH THE WALL/CEILING. PROVIDE VALVE MATCH THE WALL/CEILING. PROVIDE VALVE  THE WALL/CEILING. PROVIDE VALVE THE WALL/CEILING. PROVIDE VALVE  WALL/CEILING. PROVIDE VALVE WALL/CEILING. PROVIDE VALVE  PROVIDE VALVE PROVIDE VALVE  VALVE VALVE IDENTIFICATION TAGS AS PER SPECIFICATIONS. (TYPICAL)   PROVIDE WALL HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED  WALL HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED WALL HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED  HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED HYDRANT AS SCHEDULED. PROVIDE CLOSE COUPLED  AS SCHEDULED. PROVIDE CLOSE COUPLED AS SCHEDULED. PROVIDE CLOSE COUPLED  SCHEDULED. PROVIDE CLOSE COUPLED SCHEDULED. PROVIDE CLOSE COUPLED  PROVIDE CLOSE COUPLED PROVIDE CLOSE COUPLED  CLOSE COUPLED CLOSE COUPLED  COUPLED COUPLED HYDRANT TO ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE  TO ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE TO ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE  ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE ENSURE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE  PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE PIPE TURNS UP INSIDE BLOCK WALL. COORDINATE  TURNS UP INSIDE BLOCK WALL. COORDINATE TURNS UP INSIDE BLOCK WALL. COORDINATE  UP INSIDE BLOCK WALL. COORDINATE UP INSIDE BLOCK WALL. COORDINATE  INSIDE BLOCK WALL. COORDINATE INSIDE BLOCK WALL. COORDINATE  BLOCK WALL. COORDINATE BLOCK WALL. COORDINATE  WALL. COORDINATE WALL. COORDINATE  COORDINATE COORDINATE WALL THICKNESS WITH WALL HYDRANT MANUFACTURER DATA. PROVIDE NEW FLOOR DRAIN/SINK AS SCHEDULED. SET FLUSH WITH FINISHED FLOOR. SEE ASSOCIATED DETAIL ON DETAIL SHEET. PROVIDE 2" DOMESTIC WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION  2" DOMESTIC WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION 2" DOMESTIC WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION  DOMESTIC WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION DOMESTIC WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION  WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION WATER LINE. SEE CIVIL DRAWINGS FOR CONNECTION  LINE. SEE CIVIL DRAWINGS FOR CONNECTION LINE. SEE CIVIL DRAWINGS FOR CONNECTION  SEE CIVIL DRAWINGS FOR CONNECTION SEE CIVIL DRAWINGS FOR CONNECTION  CIVIL DRAWINGS FOR CONNECTION CIVIL DRAWINGS FOR CONNECTION  DRAWINGS FOR CONNECTION DRAWINGS FOR CONNECTION  FOR CONNECTION FOR CONNECTION  CONNECTION CONNECTION AND CONTINUATION. PROVIDE 4" SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT.  4" SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT. 4" SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT.  SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT. SANITARY SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT.  SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT. SEWER LINE. PROVIDE TWO WAY YARD CLEAN-OUT.  LINE. PROVIDE TWO WAY YARD CLEAN-OUT. LINE. PROVIDE TWO WAY YARD CLEAN-OUT.  PROVIDE TWO WAY YARD CLEAN-OUT. PROVIDE TWO WAY YARD CLEAN-OUT.  TWO WAY YARD CLEAN-OUT. TWO WAY YARD CLEAN-OUT.  WAY YARD CLEAN-OUT. WAY YARD CLEAN-OUT.  YARD CLEAN-OUT. YARD CLEAN-OUT.  CLEAN-OUT. CLEAN-OUT. SEE CIVIL DRAWINGS FOR CONNECTION AND CONTINUATION. PROVIDE NEW 3" VENT PIPE UP THROUGH ROOF. PROVIDE ICE MAKER BOX AS SCHEDULED OR AN APPROVED EQUAL.
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PLUMBING FIXTURE SCHEDULE

PLUMBING SYMBOLS LEGEND
0 | (cw)coLb WATER suPPLY v VENT PIPE
4 8| SOIL & WASTE LINE - ENLARGED PLANS GT GREASE TRAP
0 3| VENTLINE-ENLARGED PLANS SS. SANITARY SEWER
D 2| (Hw) HOT WATER suPPLY We: WATER CLOSET
FCO @I= FLOOR CLEANOUT MSB MOP SERVICE BASIN
o @ FLOOR DRAIN (FD) WITH DEEP SEAL TRAP | &P.O.C. | POINT OF CONNECTION
Fs &l FLOOR SINK (FS) WITH DEEP SEAL TRAP L LAVATORY
HDOC HUB DRAIN WITH DEEP SEAL TRAP EWH ELECTRIC WATER HEATER
FLOOR CLEANOUT - 2 WAY VTR VENT THRU ROOF
== | WALL HYDRANT (WH) SK SINK
= “WATER HAMMER ARRESTOR (WHA) EDF ELECTRIC DRINKING FOUNTAIN
<A 45° ELBOW FITTING it BALL VALVE (BV)
a4 90° ELBOW FITTING E QUAZITE BOX WITH GATE VALVE
g WYE FITTING SECTION VIEW CUT

* PROVIDE 12"x12" ACCESS PANEL WHERE INSTALLED IN AN INACCESSIBLE AREA.

GENERAL NOTES:

(APPLY TO ALL PLUMBING SHEETS)

1.

10.

1.

12.

13.

14.

15.
16.

ALL PLUMBING WORK SHALL BE IN COMPLIANCE WITH ALL APPLICABLE CODES AS ADAPTED AND AMENDED

BY THE INSPECTING AUTHORITIES.

DRAWING IS DIAGRAMMATIC ONLY. CONTRACTOR SHALL COORDINATE EXACT LOCATIONS OF PIPING, DEVICES
AND EQUIPMENT WITH BUILDING ELEMENTS AND THE WORK OF OTHER TRADES.

ALL PLUMBING WORK SHALL BE INSTALLED SO AS TO AVOID CONFLICT WITH THE WORK OF OTHER TRADES.
COORDINATE WITH MECHANICAL, ELECTRICAL AND STRUCTURAL FOR PROPER CLEARANCES.

REFER TO ARCHITECTURAL DRAWINGS AND SPECIFICATIONS FOR PHASING AND SEQUENCE OF CONSTRUCTION

WORK.

COORDINATE WORK AMONG ALL DISCIPLINES. IT IS NOT THE INTENT OF THESE DOCUMENTS TO DICTATE WHO
MUST DO THE WORK. ALL WORK SHOWN IS THE RESPONSIBILITY OF THE PRIME CONTRACTOR.

SLEEVE ALL OUTSIDE WALLS, FOUNDATION GRADE BEAMS, INTERIOR WALL PENETRATIONS, AND FIRE SEAL ALL
PENETRATION THROUGH FIRE WALLS AND FLOORS WHETHER SHOWN ON PLANS OR NOT.

PROVIDE MINIMUM 15" OF SEPARATION BETWEEN HVAC INTAKES AND VENT THRU ROOFS.

RECORD INVERT ELEVATIONS OF ALL YARD CLEAN OUT (YCO) ON "AS—BUILT" DRAWINGS.

PROVIDE SHUT-OFF VALVES (STOPS) ON ALL ROUGH-INS TO FIXTURES AND EQUIPMENTS.

PROVIDE WATER HAMMER ARRESTORS AS INDICATED ON THE DRAWINGS. AIR CHAMBERS NOT AN APPROVED

SUBSTITUTE.

PROVIDE ANY BACKFLOW PREVENTION DEVICE REQUIRED BY CODE OR LOCAL AUTHORITIES. CONTRACTOR
SHALL VERIFY THIS WITH CITY AND LOCAL AGENCIES AND INCLUDE COST IN BID. CONTRACTOR TO HAVE
BACK FLOWS CERTIFIED.

REFER TO PLUMBING FIXTURE ROUGH—IN SCHEDULE FOR INDIVIDUAL PIPE CONNECTIONS TO FIXTURES.

PRIOR TO POURING FOUNDATION AND ERECTING WALLS, COORDINATE INSTALLATION OF PLUMBING FIXTURE
CARRIERS WITH GENERAL CONTRACTOR.

STUDS AT DRY WALLS SHALL NOT BE CUT THRU HORIZONTAL DIRECTION. COORDINATE WITH DRY WALL

CONTRACTOR.

CONTRACTOR SHALL NOT CUT ANY EXTERIOR WALL STUD.

ISOMETRIC DIAGRAMS ARE SHOWN FOR SIZING PURPOSES ONLY AND SHALL NOT BE USED FOR MATERIAL
TAKE-OFFS OR TO INDICATE FINAL SITE INSTALLATION.

INSTANTANEOUS ELECTRIC WATER HEATER SCHEDULE

Project Cameron County Olmito Park Pk2

MINIMUM | DEGREE RISE AT | ELECTRICAL DIMENSIONS (IN) | MANUFACTURER
MARK LOCATION KW NOTES
FLOWRATE GPM| FLOWRATE V-PH LENGTH X WIDTH|  MODEL NUMBER
CHRONOMITE
IEWH-1 SEE PLANS 08 . 208/1PH 42 10.125"X6.25" ALL
A6 M-201/208-ADJ
NOTES:

i,
2.

MANUFACTURER AND MODEL NUMBER ARE "OR APPROVED EQUAL"

SET TEMPERATURE AT 110 DEGREES FAHRENHEIT

ELECTRIC WATER HEATER SCHEDULE

Project. Cameron County Olmito Park Pk2

_— GALLON NUMBER | RECOVERY INGPH | ELECT.| MANUFACTURER

K| LOCATION | SERVING o apaciry] KW |oF ELEMENTS| AT 120°F RISE V/IP/H & MODEL siablas

EWH-1 | SEE PLANS|SEE PLANS| 0 0 0 0 0 0 ALL
NOTES:

Project. Cameron County Olmito Park Pk2
MANUFACTURER & CONNECTIONS
MARK MODEL NUMBER DESCRIPTION e e T e | [ REMARKS
16-5/8" FLOOR MOUNTED, ELONGATED BOWL,
— HIGH EFFICIENCY, LOW CONSUMPTION FLUSH
96057.0 VALVE, WHITE VITREOUS CHINA WATER CLOSET
i WITH SIPHON JET ACTION BOWL, 1.28 GPF
WC-1 K4670-0.0 SEAT (1° THICK) BATTERY POWERED TOUCHLESS 4" o 1" ; 13 | 18"TO TOP OF SEAT
SLOAN ROYAL FLUSHOMETER WITH TOP PUSH BOTTON,
i B WHITE OPEN FRONT TOILET SEAT LESS COVER
AND BOLT CAPS. ADULT ADA MOUNTING.
18" HIGH, FLOOR MOUNTED, LOW
CONSUMPTION FLUSH VALVE, MARINE GRADE
TYPE 316 STAINLESS STEEL, VANDAL
RESISTANT, WATER CLOSET WITH ELONGATED
ACORN TOILET BOWL, INTEGRATED CONTOURED SEAT,
WC-2 2120-T-3-ADA-M316- CREVICE-FREE SELF DRAINING FLUSHING RIM 4" o 1" ; 34 | 18"TO TOP OF SEAT
HET-FVL-BCN WITH FULLY ENCLOSED TRAP, MAINTAIN 3-1/2"
SEAL AND PASS A 2-1/8" BALL, SIPHON JET
ACTION BOWL, 1.28 GPF, TOP EXPOSED FLUSH
VALVE. FOR ADULT ADA MOUNTING.
19-1/4" X 17-1/4" WALL MOUNTED, WHITE
KOHLER VITREOUS CHINA LAVATORY WITH FRONT
K1728-0 OVERFLOW AND CONCEALED ARMS SUPPORT,
SLOAN OPTIMA HOLES 4" ON CENTER FOR FAUCET, CHROME
#EBE-650-BAT-BDT PLATED SUPPLY STOPS WITH STAINLESS STEEL
0.5 GPM AERATOR FLEXIBLE CONNECTORS, CHROME PLATED 34" FROMFLOOR TO
L-1 CARRER DRAIN GRID AND TAILPIECE. DECK MOUNTED, 2’ 2" 72" 2" | 346 RIM
ZURN #71231 TOUCHLESS BATTERY POWERED SENSOR
17 GA. DRAIN AND 17 GA. FAUCET, 4" FIXED CENTERS, WITH BELOW DECK
P-TRAP W/CLEAN OUT MOUNTED THERMOSTATIC MIXING VALVE, SET AT
TRUEBRO KIT NO MORE THAN 105 DEGREES FAHRENHEIT AND
CARRIER. ADULT ADA MOUNTING.
18" X 15 WALL MOUNTED, MARINE GRADE TYPE
316 STAINLESS STEEL, VANDAL RESISTANT,
LAVATORY, FAST DRAIN WITH SELF-DRAINING
ACORN SOAP DISHES, DECK MOUNTED SPOUT, SINGLE
ToaE-ADAMaTR-1- TEMPERATURE, SINGLE LEVER, GRID STRAINER, | ) ) )
L-2 CSG-9-H34-OF-TPT-GT e et e o o e B e 2 2 12 112 123 | SEE ARCHITECTURAL
MIXING VALVE LEONARD #270-LF- || ExiB| E RISER, P-TRAP. FOR ADULT ADA
BRKT MOUNTING.POINT-OF-USE THERMOSTATIC
VALVE. SET HOT WATER TEMPERATURE AT NO
MORE THAN 105 DEGREES FAHRENHEIT.
ENCASED ANTI-SIPHON AUTOMATIC DRAINING
WALL HYDRANT FOR FLUSH INSTALLATION,.
COMPLETE WITH NON-FREEZE TYPE INTEGRAL
BACKFLOW PREVENTER, BRONZE CASING, ALL
BRONZE INTERIOR PARTS, NON-TURNING
WH-1 ZURN OPERATING ROD WITH FREE-FLOATING ] ) 34 ) )
#21300-SS-34UN COMPRESSION CLOSURE VALVE, REPLACEABLE
BRONZE SEAT AND SEAT WASHER. STAINLESS
STEEL BOX AND HINGED COVER WITH
OPERATING KEY LOCK AND "WATER" CAST ON
COVER.
ENCASED MODERATE CLIMATE WALL HYDRANT
FOR NARROW WALL INSTALLATION. COMPLETE
WITH BRONZE BODY, ALL BRONZE INTERIOR
PARTS, REPLACEABLE SEAT WASHER,
ZURN SCREWDRNER OPERATED STOP VALVE IN )
Wh-2 # 71350 SUPPLY, KEY OPERATED CONTROL VALVE. - - 3/4 - -
ADJUSTABLE STAINLESS STEEL BOX FURNISHED
WITH HINGED COVER, CYLINDER LOCK AND
"WATER" STAMPED ON COVER.
19-1/2" X 19" X 6" SINGLE COMPARTMENT SINK, 18
GAUGE TYPE 304 STAINLESS STEEL, SELF-
RIMMING SINK WITH 6" DEEP BOWL, FULLY
ELKAY COATED UNDERSIDE, TOP MOUNTED
LRAD191960-3 INSTALLATION WITH 4" ON CENTER HOLES,
CHICAGO FAUCET REAR CENTER DRAIN. TWO HANDLE DECK
#1100-G2E35-317AB MOUNT GOOSE NECK FAUCET. 3.5" DRAIN WITH
SK-1 0.5 GPM AERATOR CUP STRAINER. 1-1/2" 17 GAUGE CHROME o 2 112" 12" 47 | SEE ARCHITECTURAL
LK335 DRAN PLATED TAILPIECE AND P-TRAP WITH CLEANOUT
TRUEBRO KIT AND CHROME PLATED SUPPLY STOPS WITH
MIXING VALVE STAINLESS STEEL FLEXIBLE CONNECTORS.
LEONARD #270-LF-BRKT POINT-OF-USE THERMOSTATIC VALVE. SET HOT
WATER TEMPERATURE AT NO MORE THAN 105
DEGREES FAHRENHEIT.
75"X27-1/2"X14" FLOOR MOUNT TRIPLE
ELKAY COMPARTIMENT SINK, 14 GAUGE TYPE 304
A \VNSE83724 STAINLESS STEEL, TWO FAUCETS AND 5" DEEP
ELKAY#LK940GNO5T4H BOWL. 8" CENTERSET WALL MOUNTED
(TWO) FAUCETS WITH 5" GOOSENECK SPOUT. 3.5"
AERATOR 05 GPM DRAIN, 1-1/2" 17 GAUGE CHROME PLATED 36" FROMFLOOR TO
SK-2 DRAIN K-6 & K-411 TAILPIECE AND P-TRAP WITH CLEANOUT AND 2’ 2" 172’ 172" 3.6 RIM
DRAIN CHROME PLATED SUPPLY STOPS WITH
TRUEBRO KIT STAINLESS STEEL FLEXIBLE CONNECTORS.
MIXING VALVE LEONARD POINT-OF-USE THERMOSTATIC VALVE. SET HOT
#70-L F-BRKT WATER TEMPERATURE AT NO MORE THAN 105
DEGREES FAHRENHEIT.
BI-LEVEL ELECTRONIC DRINKING FOUNTAIN
W/ELECTRONIC BOTTLE FILLER BUTTON
EL"K";\A;,{RVERZ(L:L"PBF%SNK MECHANICAL FRONT BUBBLER ACTIVATION. 0.8
EDF-1 e GPH, FLEXI GUARD SAFETY BUBBLERS, PVC P- o 2" 3/4" : .| SEE ARCHITECTURAL
CARRER TRAP, APRON AND CARRIER. FOR ADULT STD &
ADA MOUNTING. VANDAL RESISTANT. OUTDOOR
RATED.
FLOOR DRAIN BODY ASSEMBLY WITH TYPE B
STRAINER, DURA-COATED CAST IRON BODY
ZURN WITHBOTTOM OUTLET, COMBINATION
FD-1 7415B-ZN INVERTIBLE MEMBRANE CLAMP AND 3" 2" - : -
PROSET TRAP GUARD TG33Z  |ADJUSTABLE COLLAR WITH SEEPAGE SLOTS.
POLISHED NICKEL BRONZE TOP AND WITH TRAP
GUARD.
12"X12"X8" DEEP CAST IRON FLOOR AREA AND
INDIRECT SANITARY WASTE DRAIN WITH WITHE
ACID RESISTANT PORCELAIN ENAMEL COATED
INTERIOR, LOOSE SET FULL GRATE AND
_— ANCHOR FLANGE WITH WEEPHOLES AND WITH
o poeEt 3 o ANTI-SPLASH ALUMINUM DOME STRAINER. 12" " - ] ]
SQUARE NICKEL BRONZE FRAME AND GRATE,
ANCHOR FLANGE, AND TRAP GUARD. PROVIDE
MEMBRANE CLAMPS FOR DRAINS USED IN
MEMBRANE FLOOR AREAS. WITH TRAP PRIMER
CONNECTION CONNECTION.
HOT DIPPED GALVANIZED STEEL 20 GAUGE BOX
N— WITH 20 GAUGE FACEPLATE, FURNISHED WITH
IMB BIVBT50TSAB 1/2" FIP INLET X 1/4" OD COMPRESSION OUTLET, ; ; 1/2" ; ;
FURNISHED WITH QUARTER TURN VALVES.

NOTES:

1. PROVIDE CARRIER MODEL ZURN #21231-D FOR BACK TO BACK WALL MOUNTED LAVATORIES.
2. PROVIDE OFFSET TAILPIECE FOR ALL ADA SINKS.

3. MANUFACTURER AND MODEL NUMBER ARE "OR APPROVED EQUAL".
4. INSTALL FLUSH VALVE ON THE WIDE SIDE OF STALL.

1. MANUFACTURER & MODEL NUMBER ARE "OR APPROVED EQUAL".
2. PROVIDE INMERSION TYPE THERMOSTAT.

FIN. FLOOR
o

KEYED NOTES

(1) FLUSH COVER

CLEANOUT PLUG AND
BODY, SEE SPECS.

() rve we (e W
REDUCING BRANCH IF

MAIN IS OVER 4°)
FLow g (4) ADWUSTING COLLAR
(5) PVC RISER

(6) PYC BEND FULL SIZE,
4" MAX.

(7) PLUG IF END OF LINE

FLOOR CLEANOUT DETAIL

01 SCALE: NOT TO SCALE

FINISH FLOOR

KEYED NOTES

(DNS. STRANER.

(2) ADJUSTABLE DRAIN HEAD.
(3) CONCRETE.

(4) MEMBRANE.

(5) FLASHING COLLAR.

TRAP PRIMER FITTING
PROVISION.

(7)SS. "NO-HUB" ASSEMBLY.
(8) PIPE SIZE AS INDICATED ON
PLAN.

(9) DEEP SEAL P-TRAP.

PROVDE PRO-SET TRAP
NOTE: EQUAL.

PROVIDE T.S.P. CONNECTION
WHERE INDICATED.

FD-1
FLOOR DRAIN WITH
TRAP GUARD DETAIL

02 SCALE: NOT TO SCALE

KEYED NOTES

(1) SCHEDULED PIPE.
(2) PLASTIC COATING.
(3) UNI-STRUT.

(4) PIPE HANGER.

NOTES: DOMESTIC WATER
1. PROVIDE PLASTIC COATED HANGERS: COOPER B—LINE H“E F%%':AP%S%A'N
2. MODEL: B3100C OR APPROVED EQUAL FOR CLEMIS :

3. HANGERS. MODEL: B372C OR APPROVED EQUAL FOR BAND () BAND HANGER.
HANGERS.
(7) CLEVIS HANGER.

DOMESTIC WATER LINE
PIPING SUPPORT DETAIL

03 SCALE: NOT TO SCALE

VENT CAP

CAULK WATERTIGHT WITH
LEAD AND OAKUM

ROOFING
INSULATION
ROOF CONSTRUCTION

N

:

IN. 12" IN. 12"
305mm) &OSmm)—‘

INTO FLASHING SLERVE L OPTIONAL CLAMPING COLLAR

I
MOP_IN ROOFING IN A
WATERTIGHT MANNER

MANUFACTURED STACK FLASHING

VENT STACK OR STACK VENT
SLEEVE ANCHORED IN PLACE INSIDE THE BUILDING
(PROVIDE FIRE RATED CAULKING BY FINISH OUT CONTRACTOR
WHEN REQUIRED BY LOCAL

CODES) ELASHING SLEEVE NOTE: HUB & SPIGOT TYPE PIPE
SHOWN. NO = HUB ALSO

NOTE:LOCATE MIN. 25'~0" FROM MECHANICAL EQuIp. APPLICABLE.

VENT TRHOUGH ROOF
DETAIL

04 SCALE: NOT TO SCALE

THIS DOCUMENT IS RELEASED FOR THE PURPOSE OF INTERIM REVIEW UNDER
THE AUTHORITY OF CESAR GONZALEZ, P.E. ON NOVEMBER 08, 2024. THESE
M.E.P. DRAWINGS ARE NOT TO BE USED FOR CONSTRUCTION PURPOSES.
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INSULATE THE FIRST 8' OF OUTLET PIPING AND THE INLET PIPING BETWEEN
THE STORAGE TANK AND A HEAT TRAP (INCLUDE THE HEAT TRAP).

HOT WATER COLD WATER

EWH-1
WALL MOUNTED ELECTRIC
WATER ENTRANCE DETAIL WALL SLEEVE DETAIL WATER HEATER DETAIL

04 SCALE: NOT TO SCALE 05 SCALE: NOT TO SCALE 06 SCALE: NOT TO SCALE

SUPPLY * SUPPLY KEYED NOTES < |
® = h ‘ (1) POP—OFF VALVE/ANTI-SIPHON DEVICE. N
o
¥ ﬁ 47@ (2) ELECTRIC WATER HEATER AS SCHEDULED. al 7))
% Y é_® (3) PAN WITH DRAN. 2 <
ol 0 (4) 3/4” MIN. MOISTURE RESISTANT PLYWD. >- O E
KEYED NOTES ® T T _ng__? (5) SECURE TO WALL AS REQUIRED. |— —
TYPE "L” COPPER. . QO
%WALL © | (6) (2) 3/8"6 RODS, SECURE TO STRUCTURE. Z _
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